
C O A L B R O O K REVISION:DATE:

DIMENSIONS IN  MILLIMETRES

WHILST EVERY EFFORT IS MADE TO ENSURE THE ACCURACY OF THESE DATA SHEETS THEY ARE SUBJECT TO CHANGE WITHOUT NOTICE AS PART OF THE COMPANY’S PRODUCT DEVELOPMENT PROCESS

06/01/2023 A

CO7200
DUAL FLUSH CISTERN - 6/4L

411

276

G1/2 
(RIGHT SIDE INLET) 131

260 MAX

390 MAX
90 MIN

43 

SEE PAGE 2.
FOR 

BUTTON DETAILS

- 6/4 LITRE DUAL FLUSH

- TOP ACCESS

- AIR TUBES ENABLE BUTTON TO BE INSTALLED UP TO 250MM AWAY FROM CISTERN
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06/01/2023 A

CO7050
FLUSH BUTTON

10 MIN
29 MAX

44
(DRILL Ø45 HOLE)

 3 

 21 19

 60 

29 MIN
48 MAX  21 

 60 29

For dual flush applications the air tubes must be fitted in the following orientation.

FULL FLUSH
Attach Clear Air Tube Attach Green Air Tube

PARTIAL FLUSH

10 - 29mm Furniture 29 - 48mm Furniture


